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Lighting Track System
3-circuit

XTS 14 Track System
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3-circuit
(L,+L,+L +neutral+earth)
16 A/ 400 V.

32,5

COLOURS AVAILABLE:
-1 natural anodized

-2 black, RAL 9005

-3 white, RAL 9010

-9 bright, mill finished

Fastening holes dimensioning
All measurements in mm
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L |la |b le d
1000/ 250
2000|250 |1000
3000 | 250 1000 | 1000
4000| 250 11500 | 1000

Installation

Connector part installation

to the track (picture 1)

When installing the connector parts to
the XTS track, it must be ensured that
the guide lug enters the groove in the
base of the track. Mechanical
attachment of the connector parts to
the track is made by lock screws:

Cutting of lighting tracks
(picture 2)

XTS lighting tracks are supplied in
standard lengths. They can also easily
be cut to the required length with a
hacksaw or a circular saw intended for
aluminium cutting. After cutting of the
XTS track the conductors should be
bent to an angle of 90 degrees with
tool XTSV 12.

The conductors can be measured off
and finished with the plastic gauge at
the other end of the tool. The bent
conductors are at the right distance
from the end of the track when the
plastic gauge does not protrude from
but lies flush with the end of the track.

Fastening distance and loading
capacity (picture 3)

Tracks are delivered with fastening
holes (see below). Recommended
fastening distance L = 1000 mm.
NOTE: A load not heavier than 10 kg is
allowed to hang from a power take-off
adapter, the pull strength being 100 N
(1 kp =9.81 N) and max. torque
2.5Nm.

(XTSA 66 5 kg /50 N)

Customized
products

e Normal track colours available are
natural aluminium anodized, white
and black painted. For other
colours contact us for information.

* Curved track - XTS can be factory-
curved on a special order basis.
The minimum curvature radius is
r=2000 mm.

Contact us for information.
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Connections

1-circuit
230V ~ 16 A, 3.7 KW
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3-phase
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3-circuit lighting tracks

Tracks

Colours available: -1, -2, -3
Type Length mm
XTS 4100 1000
XTS 4200 2000
XTS 4300 3000
XTS 4400 4000

Recessed tracks
Colours available: -1, -2, -3

Type Length mm
XTSF 4100 1000
XTSF 4200 2000
XTSF 4300 3000
XTSF 4400 4000

Components and accessories

XTSV 12 Bending tool

XTSP 11-3  Cover strip
length

XTSF 10 N 3000 mm
o Covers for
recessed tracks
| Colours available: -2, -3
XTSF 10 Cover plate for
feeds

+ XTSF 30 Cover plate for
connectors

XTSF 40 Outlet cover
plate

Hook base and hook
XTAK 14 -3 Hook base

XTAK 11 -1 Hook

Clamps for fluorescent
fitting to track

XTAO 16 -1
XTSK 17 -3
Colours:

-1 aluminium
-2 black

-3 white

-9 bright (mill finish)
(for instance XTS 41-3)
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XTS 41

Accessories
(Pat. pend.)

Feeds

Colours available: -2, -3

XTS 11

XTS 12

XTS 14

End feed

End feed, mirror
image

Middle feed

Connectors
Colours available: -2, -3

XTS 21

XTS 28

XTS 24

XTS 34

XTS 35

XTS 36

XTS 37

XTS 39

XTS 40

XTS 38

XTS 41

Straight connector

Flexible corner

connector 0-360°

Length 175 mm

Adjustable corner

connector 60°-300°

Length 160 mm
(see use on

page 2)

L-connector?

L-connector®

T-connector?
T-connector®
T-connector?

T-connector?

X-connector®

End cap

¥ Can be used as feed



Mounting accessories

Clamps
Colours available: -1, -3

SKB 12 Ceiling clamp

SKB 16 Suspension clamp

Supports
Colours available: -1, -3
SKB 18 length 182 mm

Wall brackets
Colour available: -1

SKB 21

SKB 23

Ceiling cup (incl. clamp)
Colours available: -2, -3
SKB 30

Threaded rod, M6
Colour available: -1
SKB 31 Length 2000 mm

Plastic covering tube
Colours available: -2, -3
SKB 32 Length 20 m

Suspension tube
Colours available: -2, -3
SKB 37 Length 950 mm

Nut, M6
Colour available: -1
SKB 6

Height adjusting
sleeve, M6

Colour available: -1
SKB 40

Suspension wire
Colour available: -1
SKB 34 Length 1500 mm

Component installation
XTS 41

= Note alignment of
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XTS 12
Pictures show the tracks from the adapter side
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XTSA 66

Removing the XTSA 66-adapter

XTSA 67
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Power take-off adapters
XTSA 66

Features of the adapter
e Colours available: -2, -3

e Rated values 10 A, 250 V
¢ Protection class 1

e Pull strength 50 N

e Torque max 2.5 Nm

Use

Intended for connection of spotlights to the Nokia

Aluminium 3-circuit tracks.

Instruction for use

¢ When pushing the adapter into the track it
"snaps” into place (A).

* Turn the mechanical fixing knob clockwise (B).

* Select the desired circuit with the circuit selector
knob (C).

* For removing the adapter from track proceed
counterclockwise and then pull from the finger grip
knob.

XTSA 67

Features of the adapter
e Colours available: -2, -3

e Rated values 16 A, 400 V
¢ Protection class 1

¢ Pull strength 100 N

* Torque max 2.5 Nm

* Built-in cable grip

Use

Intended for the connecting of both single-circuit

and three-phase devices to the lighting track.

Instruction for use

* Insert the adapter into the track the right way, so
that the asymmetry flange of the track and the
corresponding groove of the adapter fit together.

* Push the adapter to the track bottom (A) and turn
it at the same time to the right (B) until the locking
knob snaps into place behind the asymmetry
flange of the track.

* The adapter is released from the track by pushing
the locking knob.

MULTI-adapter™ XTSA 68

Features of the adapter
e Colours available: -2, -3

* Rated values 10 A, 250 V
¢ Protection class 1

* Pull strength 100 N

* Torque max 2.5 Nm

Use

Intended for connection of spotlights to the Nokia

Aluminium 3-circuit tracks. Also suitable for ERCO,

Staff, iGuzzini, Hoffmeister and Eutrac 3-circuit tracks.

Instruction for use

¢ Push the MULTI-adapter into the track (A).

¢ Turn the mechanical fixing knob clockwise (B).

* Select the desired circuit with the circuit selector
knob (C).

¢ To remove the MULTI-adapter from the track,
turn circuit selector to OFF position and then turn
the mechanical fixing knob counterclockwise.






